
Features
• 

Microprocessor technology supports a  high throughput rate with 50 people per minute

Detect smartphone (switch ON/OFF mode), smartwatch and ferrous contraband
Strong anti-Interference ability 

Accurate Two-zones detection, maximum detection distance up to 120cm 

• 
• 

100 adjustable sensitivity levels for each detection zone
Highly secure as no radiation emitted, safe for pregnant women and people who implanted peacemakers

• 
• 

Embedded rechargeable battery supports up to 28 operating hours 
• 

Waterproof with protection level IPX5
• 

Easily portable and quick to assemble 
• 
• 
 

MDS100
Ferrous Contraband and Smartphone Detector



Speci�cations

Dimensions (mm)
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Model MDS100

Maximum Detection Distance 120cm

Detection Radius Up to 80cm

Throughput Rate 50 people/minute

Sensitivity Level 100

Alarm Zone 2 zones

Touch Screen Size 3.5inches

Alarm Volume 1 to 10 Levels

Alarm Ring 6 Types(selectable)

Input Voltage 15V

Embedded Rechargeable Battery 8Hrs to be fully charged ; Supports 28Hrs of operation

Battery Capacity

Input Voltage

10000mAh

Operating Current

15V

Operating Power

260mA

Housing Material

3.9W

Protection Level

Aluminum Alloy

Operating Temperature

IPX5

Storage Temperature  

-10℃ to 50℃

Operating Humidity

Dimension(L*W*H)

Dimension with Packing(L*W*H)

Net Weight

Weight with Packing

Certi�cation(s)

-35℃ to 70℃

0%RH to 95%RH (non-condensing)

360.6*380.0*1969.4(mm)

470*545*2380(mm)

15kg

40kg

CE FCC 

19
69

.4

16
12

.9

99.1 72.2

31
3.

1

360.6 380.0


